
FK-N-CF-2728-2-xx-xx-IQ

Furnace Probe Network Camera

FUNCTIONALITY

For process monitoring in high temperature areas,  special cameras are 
used for the difficult requirements in these production environments.

Different applications i.e. in the steel, glass or cement industries require 
robust, vibration- and shock-resistant cameras that can withstand con-
tinuous industrial operations without any problems and are sensitive 
enough to capture color video images in detail.

The FK-N-CF-2728-2-xx-xx-IQ series is characterized by a number of 
special technical features and a special design. The network camera has 
various synchronization options and is installed in a protective housing.

MAIN FEATURES
•	 Multiple progressive scan CMOS sensor support up to 5M resolution

•	 Multi Exposure HDR

•	 Multi Codec Support (H.264/H.264/MJPEG)

•	 Low Latency Streaming

•	 Quad Streams Support

•	 3D Motion Compensated Noise Reduction (MCTF)

•	 Text Overlay and Privacy Masks

•	 Smart Event Function

•	 ONVIF Profile S/G/Q/T/M Support

DATA SHEET 1/2
Furnace Probes

Actual product may be different to  the one shown



SCHWERTE

PIEPER GmbH
Binnerheide 33
58239 Schwerte

T: +49 2304 4701 0
F: +49 2304 4701 77

DÜSSELDORF

PIEPER GmbH
Gumbertstr. 111
40229 Düsseldorf

T: +49 211 2150 33
F: +49 211 2150 36

BERLIN

PIEPER GmbH
Großbeerenstr. 169
12277 Berlin

T: +49 30 722 52 99
F: +49 30 722 44 87

COTTBUS

PIEPER GmbH
Calauer Str. 70
03048 Cottbus

T: +49 355 430 903 40
F: +49 355 430 903 41

www.pieper-video.de
info@pieper-video.de

Änderungen ohne Ankündigung vorbehalten. | Subject to change without prior notice.
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FK-N-CF-2728-2-XX-XX-IQ - TECHNICAL DATA

OMNIVISION 5M

Image sensor OmniVision 5M, 1/2.7” Progressive CMOS

Effective pixels (H x V) 2720 x 1976 (5M)

Pixel size 2.0 µm

Frame rate (max.) H.265    HDR 5M @30fps    +720p @30fps
H.264    HDR 5M @30fps    +720p @30fps
MJPEG  2M @30fps

CAMERA

Shutter time 1~1/10K sec.

HDR Gen3 Engine

Digital Zoom 10x

Image Settings Exposure, White Balance, Brightness, Sharpness, Contrast, Saturation, Hue, Noise Reduction, Text Overlay, 
Privacy Mask

Day/Night Mode manually 

Rotation 90°, 180°, 270° rotation

VIDEO CODEC

Compression H.265/H.264/MJPEG

Streaming Up to 4 individually configurable streams in H.265/H.264/MJPEG
Configurable resolution/frame rate/bandwidth LBR/VBR/CBR in H.265/H.264

NETWORK

Interface 10/100Mbps Ethernet

Security User Authentication/HTTPS/IP Filter/IEEE 802.1x

Supported protocols ARP, PPPoE, IPv4/v6, ICMP, IGMP, QoS, TCP, UDP, DHCP, UPnP, SNMP, SMTP, RTP, RTSP, HTTP, HTTPS, FTP, NTP, DDNS

ONVIF Profile S/G/Q/T/M conformant

SYSTEM INTEGRATION

General Analytics Motion Detection/Tampering

Event Triggers External Input, Analytics, Network Failure Detection, Periodical Event, Manual Trigger

Event Actions External output Activation
Video recording to edge storage
File Upload: FTP, network share and email
Notification. HTTP, FTP, email

GENERAL

Power PoE IEEE802.3af, class 0, max 4.82 watt
DC12V, max 0.31A, max 3.63 watt

Connectors RJ45, 12 V DC Jack, Alarm in x1, Alarm out x1, Wire to board

Storage Support for microSD/microSDHC/microSDXC card
Support for recording to NAS

Approvals EMC, Safety, CE/FCC, RoHS


