
WU-2152-85-EP & WU-6350-EP

Peltier-cooled camera protective housing

FUNCTIONALITY

The desired use of modern camera systems in industrial plants often 
fails due to high ambient temperatures at the installation site. Although 
it is possible to use water-cooled solutions, the installation effort for the 
piping and the required media control cabinet is high an cost-intensive.

For these applications, PIEPER has developed the camera protection 
housings of the WU-2152-85-EP series made of aluminum and WU-
6350-EP made of stainless steel, which can be used in ambient tempera-
tures up to +80 °C as standard.

Due to the applied technology with Peltier elements and fans, the in-
ternal temperature of these housings does not rise above a predefined 
value, so the built-in camera does not suffer any damage.

Both housing series are also dust and weather resistant and come with 
a custom-built canopy.

MAIN FEATURES

•	 Dust-protected and weatherproof camera housing with Peltier cool-
ing (degree of protection IP 67)

•	 Standard ambient temperature up to +80 °C 
(higher ambient temperature possible on request)

•	 Customized protective roof

•	 Fan, cooling plate and thermostat control for automatic cooling 
function

•	 Rotatable camera tray

•	 Material: 
WU-2152-85-EP: Aluminum, anodized 
WU-6350-EP: Stainless steel (1.4301), glass bead blasted
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TECHNICAL DATA

HOUSING

Standard dimensions (L x Ø) Housing: 350 x 140 mm; housing incl. plug and protective housing: 490 x 190 mm

Usable inner length 300 mm

Material WU-2152-85-EP: Aluminum, anodized 
WU-6350-EP: Stainless steel (1.4301), glass bead blasted

CAMERA JUNCTION BOX (not included)

Operating voltage 230 V AC / 110 V AC, 50/60 Hz

Total power consumption Approx. 82/40 W

Output voltage 5/12/16 V DC / 24 V AC

Available slots for additional modules 2 x 16-pin / 2 x 32-pin

PELTIER COOLING SYSTEM

Operating voltage 230 V AC / 110 V AC, 50/60 Hz

Power consumption Approx. 66/32 W

Output voltage for Peltier unit 12 V DC / 5 A

Output voltage for radial fan 12 V DC / 5 A

Air flow rate Approx. 40 m³/h
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